
I diffusori della serie Tesi sono caratterizzati 

dalla invidiabile definizione e naturalezza nel-

la riproduzione della voce, con una risposta ai 

transienti veloce e molto precisa. I mobili sono 

interamente realizzati con pannelli di notevole 

spessore di MDF (Medium Density Fibreboard), 

materiale rigido e meccanicamente inerte, e 

dotati di rinforzi interni. I woofer utilizzano coni 

in polipropilene rinforzato con mica e rifasatori 

centrali per migliorare risposta e dispersione alle 

medie frequenze. I tweeter utilizzano cupole di 

seta molto leggera, potenti magneti al neodimio 

ed un'esclusiva camera di risonanza posteriore.

The Tesi series loudspeakers are characterized by 

the remarkable definition and naturalness in the 

voice reproduction, with fast and very accurate 

transient response. The enclosures are entirely 

manufactured with remarkable thick panels of 

MDF (Medium Density Fibreboard), a rigid and 

anti-vibration material, and endowed with inter-

nal reinforcements. The woofers feature special 

polypropylene cones made stiff by mica and 

central phase plugs in order to improve response 

and dispersion at the medium frequencies. The 

tweeters use very light silk dome, powerful neo-

dymium magnet and an exclusive rear chamber.

TesI 260, 560 & 760

Tesi 260 e Tesi 560 sono disponibili
nei colori ciliegio e rovere grigio scuro.
Tesi 760 è disponibile solo rovere grigio scuro.

Tesi 260 and Tesi 560 are available
in both cherry and dark gray oak colours.
Tesi 760 is available dark gray oak only.



TESI 760 TESI 260 TESI 560
diffusore acustico / speaker system centre channel book-shelf floor-standing
tipo / type 2-way, bass-reflex 2-way, bass-reflex 3-way, bass-reflex
amplificatore / suggested amplifier watt 30 ÷ 140 30 ÷ 120 30 ÷ 150
impedenza / amplifier load impedance ohm 4 ÷ 8 4 ÷ 8 4 ÷ 8
risposta in frequenza / frequency response hertz 45 ÷ 22000 45 ÷ 22000 35 ÷ 22000
sensibilità / sensitivity  (2.83 V / 1 m) dB 93 91 92
woofer / woofer mm 2 x 160 160 160
midrange / midrange mm - - 160
cupola tweeter / tweeter dome mm 26 26 26
crossover / crossover frequency hertz 2300 2500 180/2800
bi-wiring - bi-amping / bi-wiring - bi-amping no no yes
altoparlanti schermati / shielded speakers yes yes yes
dimensioni / dimensions mm 430 x 175 x 260 175 x 340 x 300 175 x 890 x 310
peso / weight Kg 7.2 5.9 13.6

ciliegio / cherry bar code 8 025 094 010 300 8 025 094 010 317
rovere grigio scuro / dark grey oak bar code 8 025 094 011 062 8 025 094 010 324 8 025 094 010 331

PReZZO CONsIGLIATO (IVA 20% inclusa) euro 180.00 (pezzo)  276.00 (coppia) 516.00 (coppia)
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