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AMPLIFIERS
Nano
Cars come in all different shapes, most in the same size; 
compact. So, we’ve engineered these mini Picassos to 
fit in virturally any location in your ride. Other sport compact 
amplifiers use bizarre technologies with psuedo power supplies. 
Picasso Nanos use tried and tested MOSFET power supplies & 
tenacious Class D circuitry.

PICASSO NANO PN2.350D PN4.320D PN4.520D PN 5.640D PN1.450D PN1.650D
RMS Power 4Ω 115 x 2 60 x 4 100 x 4 60 x 4 + 200 x 1 260 x 1 400 x 1

RMS Power 2Ω 175 x 2 80 x 4 130 x 4 80 x 4 + 350x 1 450 x 1 650 x 1

RMS Power 4Ω Bridged 350 x 1 160 x 2 260 x 2 160 x 2 + 350 x 1 - -

Remote Gain Control - - - Included Included Included

Dimensions (4.75”w x 1.5”h) 5.50” 7” 9.25” 10.25” 8” 9.25”

Small Compact 4.75" Wide Chassis
4-ohm Bridged/2-ohm Stereo Class D Full Range
2-Ohm Stable Class D Monoblocks
MOSFET PWM Power Supply
80Hz 12dB HP or LP Crossover (2/4 ch.)
50-250Hz Variable 12dB LP Crossover (mono)
10-50Hz Variable 12dB Subsonic Crossover (mono)
12dB 45Hz Bass Boost (mono)
200mv-6V Low Level Input Sensitivity
High Level Input
Dash Mount Remote Gain Control

Brushed Black Aluminum Finish w/ Accent Lighting
4-ohm Bridged, 2-ohm Stereo Class A/B Full Range
2-ohm Stable Class A/B Monoblock
1-ohm Stable Class D Monoblocks
Variable 12dB High, Low, & Subsonic Crossovers
High Level or 200mV-6V Low Level Input
4g Power & 8ga Speaker Terminals
6/12dB 45Hz Bass Boost
1800 Phase Switch (D)
Class D Strappable w/ 2-ohm Load
Dash Mount Remote Gain Control Included

PICASSO FULL RANGE P2.400 P4.140 P4.260 P4.500 P4.800 P5.610
RMS Power 4Ω 125 x 2 25 x 4 45 x 4 80 x 4 125 x 4 60 x 4 + 170 x 1

RMS Power 2Ω 200 x 2 35 x4 65 x 4 125 x 4 200 x4 85 x 4 + 270 x 1

RMS Power 4Ω Bridged 400 x 2 70 x 2 130 x 2 250 x 2 400 x 2 170 x 2 + 270 x 1

Dimensions (8.25”w x 2”h) 12” 6.5” 11” 13” 19” 18.75”

 

PICASSO MONOBLOCK P1.600D P1.1000D P1.1500D
RMS Power 4Ω 240 x 1 400 x 1 600 x 1

RMS Power 2Ω 400 x 1 750 x 1 1,000 x 1

RMS Power 1Ω 600 x 1 1,000 x 1 1,500 x 1

Remote Gain Control Included Included Included

Dimensions (8.25”w x 2”h) 10.25” 11.75” 16”

 


