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ULTRA PREMIUM UPGRADE

PREMIUM UPGRADE

T1S1-10

T500X1BR

(2) T1692
*REQUIRES CUSTOM BAG LIDS

ADD BASS

ADD SOUND

3
4-CH SYSTEM CONTENTS
(1) 300 WATT 4-CHANNEL AMPLIFIER
     PBR300X4
(4) SPEAKERS
     P1675
(1) AMPLIFIER MOUNTING PLATE 
     WITH WIRING KIT     
     RFKHD9813               
(4) DIRECT FIT FRONT SPEAKER 
     ADAPTERS
     PMSA675 

PMSA675RFKHD9813
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SYSTEM CONTENTS
(1) 400 WATT 4-CHANNEL AMPLIFIER
     T400X4AD or TM400X4AD
(4) SPEAKERS
     T1675
(1) AMPLIFIER MOUNTING PLATE 
     WITH WIRING KIT
     RFKHD9813               
(4) DIRECT FIT FRONT SPEAKER 
     ADAPTERS
     PMSA675 



3MOTORCYCLE AUDIO

PREMIUM UPGRADE

FACTORY REPLACEMENT/PLUG & PLAY

2-CH SYSTEM CONTENTS
(1) 300 WATT 2-CHANNEL AMPLIFIER
     PBR300X2
(2) SPEAKERS
     P1675
(1) AMPLIFIER MOUNTING PLATE 
     WITH WIRING KIT     
     RFKHD9813                  
(2) DIRECT FIT FRONT SPEAKER 
     ADAPTERS
     PMSA675 
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P3SD4-8 (2) P3SD2-8 P3SD4-10PBR300X1 PBR500X1
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2-CH SYSTEM  [ R1-HD2-9813 ]

(1) 140 WATT 2-CHANNEL AMPLIFIER
     WITH 2 SPEAKERS, MOUNTING  
     PLATE AND WIRING HARNESS

4-CH SYSTEM  [ R1-HD4-9813 ]

(1) 160 WATT 4-CHANNEL AMPLIFIER
     WITH 4 SPEAKERS, MOUNTING  
     PLATE AND WIRING HARNESS

160

140



 

Kits Rated Power Response S/N Ratio Speaker Size Nominal Impedance Dimensions

R1-HD4-9813 40 Watts x 4 @ 2-Ohm 95Hz - 20kHz 88dB 5.25" 2 ohm 3.6 x 10.74 x 21.96 (cm)

R1-HD2-9813 70 Watts x 2 @ 2-Ohm 80Hz - 16kHz 88dB 5.25" 2 ohm 3.58 x 10.74 x 15.16 (cm)

       

Amplifiers Rated Power
Frequency 
Response

THD+N @ 
Rated Power

Input  
Sensitivity S/N Ratio

Channel 
Separation Dimensions

TM400X2ad/ 
T400X2ad

200 Watts x 2 @ 4-Ohm
200 Watts x 2 @ 2-Ohm
400 Watts x 1 @ 4-Ohm Bridged

20Hz - 20kHz 4-Ohm: <1.0%
2-Ohm: <1.0% 150 mV - 12 V >90dB >60dB 4.1 x 10.79 x 17.78 (cm)

TM400X4ad/ 
T400X4ad

100 Watts x 4 @ 4-Ohm
100 Watts x4 @ 2-Ohm
200 Watts x 2 @ 4-Ohm Bridged

20Hz - 20kHz 4-Ohm: <1.0%
2-Ohm: <1.0% 150 mV - 12 V >90dB >60dB 4.1 x 10.79 x 21.1 (cm)

TM500X1br/ 
T500X1br

175 Watts x 1 @ 4-Ohm
300 Watts x 1 @ 2-Ohm
500 Watts x 1 @ 1-Ohm

20Hz - 220Hz 4-Ohm: <1.0%
2-Ohm: <1.0% 150 mV - 12 V >90dB N/A 4.1 x 10.79 x 21.1 (cm)

PBR3002
100 Watts x 2 @ 4-Ohm
150 Watts x 2 @ 2-Ohm
300 Watts x 1 @ 4-Ohm Bridged

20Hz - 20kHz 4-Ohm: <1.0%
2-Ohm: <1.0% 150 mV - 11 V >80dB >50dB 3.88 x 10.79 x 17.14 (cm)

PBR3004 75 Watts x 4 @ 4-Ohm 20Hz - 20kHz 4-Ohm: <1.0% 150 mV - 11 V >80dB >50dB 3.88 x 10.79 x 17.14 (cm)

PBR500x1
175 Watts x 1 @ 4-Ohm
300 Watts x 1 @ 2-Ohm
500 Watts x 1 @ 1-Ohm

20Hz - 250Hz 4-Ohm: <1.0%
2-Ohm: <1.0% 150 mV - 11V >85dB N/A 3.90 x 17.2 x 20.82 (cm)

       

Accessories Description Product Application Applicable Motorcycle Model Years

RFKHD9813
Amplifier Mounting Plate and Wiring Kit For Punch and Power Compact Chassis Amplifiers 1998-2013

PMSA65
6.5" Speaker Adapter Ring Fits Punch and Power 6” & 6.5”(Old) Speakers 1998-2013

PMSA675
6.75” Speaker Adapter Ring Fits Punch and Power 6.5”(New) & 6.75” Speakers 1998-2013

Woofers Speaker Size Nominal Impedance RMS Power Handling Peak Power Handling  Mounting Diameter  Mounting Depth

T1S1-10 10” Single 1 Ω 500 watts 1000 watts 9.13" 3.0"

P3SD4-8 8” Dual 4 Ω 150 watts 300 watts  7.13” 2.66”

P3SD2-8 8” Dual 2 Ω 150 watts  300 watts  7.13” 2.66”

P3SD4-10 10” Dual 4 Ω 300 watts  600 watts  9.06” 3.5”

Speakers Speaker Size Tweeter Size RMS Power Handling Peak Power Handling Frequency Response Sensitivity (1W/1M)  Mounting Depth

T1675 6.75”  1.1” 75 watts 150 watts  55Hz-22kHz 89dB 2.51”

T1692  6x9" 1” 100 watts  200 watts 50Hz-22kHz 90dB  3.43”

P1675  6.75” .75” / .5" 60 watts 120 watts 65Hz-22kHz 89dB 2.17"

       

SPECIFICATIONS

FITS  HARLEY - DAVIDSON®  MODELS 1998 2013 Ultra Classic® Electa Glide® Street Glide® Tri Glide® Road Glide® Road Glide Ultra®


