
WHAT MAKES THE DIFFERENCE
• 3 ways
• High power handling

TECHNICAL CHARACTERISTICS

3-way coaxial Kit, elliptic

Diameter: 6"x9" (164x235mm) 
Voice coil diameter: 13/8" (35mm) 
Max. power: 160W 
Nom. power: 80W RMS 

Sensitivity (2.83V/1m): 92dB 
Frequency response: 50Hz - 20kHz 
Mylar tweeter / medium

Accessories: grilles, fastening 
and screws supplied

Performance
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•  Butyl surround 
High resistance

•  Polypropylene cone 
Robustness

•  Steel basket 
Rigid and compact

•  13/8'' (35mm) voice coil 
Kapton former

AuDitor 
rCX-690

•  Mylar tweeter/Midrange  
Smoothness and precision

•  aBS and Mesh grille 
Sleek design and easy-to-install
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mechanical drawing

AUDITOR
RCX-690
woofer (6x9")

Nominal power 80W rMs

Maximum power 160W

Sensitivity (2,83V/1m) 92dB

Frequency response 50Hz-20kHz

Cone type Polypropylene

Surround type Butyl

Nom. impedance 4Ω

DC resistance 3.4Ω

VC diameter 35mm 13/8"

Net weight 1800g 4lbs

ParameTerS

Fs 53Hz

Vas 24l

Qts 0.76

Qes 0.85

Qms 7.4

Re 3.4Ω

Sd 217cm2

Cms 0.35mm/n

Mms 25g

BI 5.8 n/a

SPecificaTionS

freQUencY reSPonSe/imPedance

Frequency response 0° Frequency response 30° Impedance Z

• Inverted dome tweeter
• Polypropylene cone
• Steel basket


	rcx_690_specification_sheet
	rcx_690_technical_sheet

