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Standards:
UL 94-V0
UL BS6334
IEC 60896 Part 21
1120035 IEC 60896 Part 22

12V18AH/20HR "
o ;::. @é} ﬂ Eurobat "10-12 years LONG LIFE"

WWW.UNIONBATT = in China

CHARACTERISTIC/ CARATTERISTICHE CHARACTERISTIC/ CARATTERISTICHE

Volt 12V Battery dimensions / Dimensioni batteria
20h 18Ah LL W/P H/A  Tot-H/A
5h 15.3Ah 181 77 167 167
Internal Resistence Full Charged Battery 25°C <11mQ Box Dimensions / Dimensioni scatola
40°C 102% LL Wy/p H/A
Capacity affected by Temperature /  25°C 100% 341 195 213
Effetti delle temperature sulla capacita (°C 85% Weight / Peso 5.5Kg
-15° 65% Terminal / Terminali F3
after 3 month storage 91% Case / Contenitore  ABS(UL94-VO0 / UL94-HB)
after 6 month storage ~ 82%
after 12 month storage ~ 64%
Float Volt 13.5-13.8V
Charge Max 5.40 Amp. 14.4 - 15 Volt

(apacity / Capacita

Self-Discharge 25°C Capacity /
Autoscarica a 25°C

Charge (Costant Voltage 25°C)

Unit:mm 181 £1.5

l————

-

_1|[_

16T £1.5

U.B.S. UNION BATTERY SERVICE reserves the right to update/modify it without prior notice. / U.B.S. UNION BATTERY SERVICE si riserva il diritto di aggiornarle/modificarle senza preavviso.
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VRLA Rechargeable Battery/Batteria Ricaricabile VRLA
VRLA Wiederaufiadbaré Batterie
CAUTION/AVVERTENZE
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Temperature Effects on Long Term Float Life The effect of temperature on capacity
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